
Technical Specification for 120 x 240 cm

SR NO CHARACTERISTICS NOVO TILE

A Dimensions & Surface Quality

1 Deviation in Length and Width +/- 0.10 %

2 Deviation in Thickness +/- 3.50 %

3 Straightness of sides +/- 0.10 %

4 Rectangularity +/- 0.10 %

5 Surface Flatness +/- 0.20 %

6 Surface Quality 95 %

B Physical Properties

1 Water Absorption 0.06 % Avg,

2 Modulus of Rapture ( N / mm2 ) Avg > 40 N / mm2

3 Breacking Strenght Thickness <7.5mm = 750 N
Thickness > 7.5mm = 1300 n

4 Moisture Expansion 0.01 Max

5 Scratch Hardness of Surface ( Moh’s Scale ) 5*

6 Resistance of Surface Abrasion Class IV

7 Co-efficient of linear thermal expansion 6x10 -6 Max

8 Thermal Shock Resistance 10 Cycles Pass

9 Crazing Resistance 4 Cycles Pass

10 Impact Resistance - Coefficent  of Restitution 0.55, MIn

11 Co-efficent of Friction Manufaturer Norm

12 Frost Resistance No Damage

13 Bulk Density (g/cc) 2.3 Min

C Chemical Properties

1 Resistance of Staining Class 2 Min

2 Resistance of HouseHold Chemicals Class AA

3 Resistance of Acid & Alkalis Resistance

NOVO TILE


